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Shims are important when accuracy is vital in
providing optimum support for the machine feet of
rotating equipment. The merest fraction of inaccuracy
can cause vibration, which in turn may result in
breakdowns and expensive downtime.

The use of pre-cut shims offers consistent, accurate
positioning and increased machine reliability.

It has been shown that pre-cut shims are four times
more cost effective than hand cut machine shims. An
added advantage of pre-cut shims is they contribute
greatly to safer working practices, reducing the danger
of injury to maintenance personnel during installation
and cutting.
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! Manufactured from high quality stainless steel to

prevent corrosion. (A)
! Available in several machine foot sizes, each with 

different thickness options to give exactly the right
alignment correction. (B)

! Easily and quickly identified by permanent markings
indicating shim thickness. (C)

! Pre-cut shims are completely flat which ensures 
stability and consistent machine support over the 
full surface of the shim. (D)

! Burr-free and specially rounded corners help avoid
injury to maintenance personnel during the align-
ment process. (E)

! Extraction and insertion tab facilitates positioning
and removal of the shim. (F)
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Supplied in clearly marked sturdy packets.

Part Qty. A B C ThicknessBolt Qty.
Number Size Req.

1707-0001-0146 10 35 30 9 0.05 M8
1707-0002-0146 10 35 30 9 0.10 M8
1707-0003-0146 10 35 30 9 0.20 M8
1707-0004-0146 10 35 30 9 0.25 M8
1707-0005-0146 10 35 30 9 0.40 M8
1707-0006-0146 10 35 30 9 0.50 M8
1707-0007-0146 10 35 30 9 0.70 M8
1707-0008-0146 10 35 30 9 1.00 M8

1707-0011-0146 10 50 50 13 0.05 M12
1707-0012-0146 10 50 50 13 0.10 M12
1707-0013-0146 10 50 50 13 0.20 M12
1707-0014-0146 10 50 50 13 0.25 M12
1707-0015-0146 10 50 50 13 0.40 M12
1707-0016-0146 10 50 50 13 0.50 M12
1707-0017-0146 10 50 50 13 0.70 M12
1707-0018-0146 10 50 50 13 1.00 M12
1707-0019-0146 10 50 50 13 2.00 M12

1707-0021-0146 10 75 75 21 0.05 M18
1707-0022-0146 10 75 75 21 0.10 M18
1707-0023-0146 10 75 75 21 0.20 M18
1707-0024-0146 10 75 75 21 0.25 M18
1707-0025-0146 10 75 75 21 0.40 M18
1707-0026-0146 10 75 75 21 0.50 M18
1707-0027-0146 10 75 75 21 0.70 M18
1707-0028-0146 10 75 75 21 1.00 M18
1707-0029-0146 10 75 75 21 2.00 M18

1707-0031-0146 10 100 100 32 0.05 M27
1707-0032-0146 10 100 100 32 0.10 M27
1707-0033-0146 10 100 100 32 0.20 M27
1707-0034-0146 10 100 100 32 0.25 M27
1707-0035-0146 10 100 100 32 0.40 M27
1707-0036-0146 10 100 100 32 0.50 M27
1707-0037-0146 10 100 100 32 0.70 M27
1707-0038-0146 10 100 100 32 1.00 M27
1707-0039-0146 10 100 100 32 2.00 M27

1707-0041-0146 10 125 125 45 0.05 M36
1707-0042-0146 10 125 125 45 0.10 M36
1707-0043-0146 10 125 125 45 0.20 M36
1707-0044-0146 10 125 125 45 0.25 M36
1707-0045-0146 10 125 125 45 0.40 M36
1707-0046-0146 10 125 125 45 0.50 M36
1707-0047-0146 10 125 125 45 0.70 M36
1707-0048-0146 10 125 125 45 1.00 M36
1707-0049-0146 10 125 125 45 2.00 M36

1707-0051-0146 10 200 200 55 0.05 M52
1707-0052-0146 10 200 200 55 0.10 M52
1707-0053-0146 10 200 200 55 0.20 M52
1707-0054-0146 10 200 200 55 0.25 M52
1707-0055-0146 10 200 200 55 0.40 M52
1707-0056-0146 10 200 200 55 0.50 M52
1707-0057-0146 10 200 200 55 0.70 M52
1707-0058-0146 10 200 200 55 1.00 M52
1707-0059-0146 10 200 200 55 2.00 M52
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Part 

Qty. A B C Thickness
Bolt Qty.

Number Size Req.
1707-E011-0146 10 2 2 0.51 0.002 1Ú2

1707-E012-0146 10 2 2 0.51 0.005 1Ú2

1707-E013-0146 10 2 2 0.51 0.010 1Ú2

1707-E014-0146 10 2 2 0.51 0.025 1Ú2

1707-E015-0146 10 2 2 0.51 0.050 1Ú2

1707-E016-0146 10 2 2 0.51 0.075 1Ú2

1707-E021-0146 10 3 3 0.82 0.002 13Ú16

1707-E022-0146 10 3 3 0.82 0.005
13Ú16

1707-E023-0146 10 3 3 0.82 0.010
13Ú16

1707-E024-0146 10 3 3 0.82 0.025
13Ú16

1707-E025-0146 10 3 3 0.82 0.050
13Ú16

1707-E026-0146 10 3 3 0.82 0.075
13Ú16

1707-E031-0146 10 4 4 1.26 0.002 1
1Ú4

1707-E032-0146 10 4 4 1.26 0.005 1
1Ú4

1707-E033-0146 10 4 4 1.26 0.010 1
1Ú4

1707-E034-0146 10 4 4 1.26 0.025 1
1Ú4

1707-E035-0146 10 4 4 1.26 0.050 1
1Ú4

1707-E036-0146 10 4 4 1.26 0.075 1
1Ú4

1707-E041-0146 10 5 5 1.77 0.002 13Ú4
1707-E042-0146 10 5 5 1.77 0.005 1

3ÚÚ4

1707-E043-0146 10 5 5 1.77 0.010 1
3Ú4

1707-E044-0146 10 5 5 1.77 0.025 1
3ÚÚ4

1707-E045-0146 10 5 5 1.77 0.050 1
3Ú4

1707-E046-0146 10 5 5 1.77 0.075 1
3ÚÚ4
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Laminated shims always fit; just peel off to the required thickness. Each shim has a thickness of 1.00mm, divided into 12 layers 
(4 x 0.05mm and 8 x 0.1mm).

Part Number Qty. A B C Thickness
1707-1020-0171 20 50 50 13 1.00
1707-1021-0171 20 75 75 21 1.00
1707-1022-0171 20 100 100 32 1.00
1707-1023-0171 20 125 125 45 1.00
1707-1024-0171 20 200 200 55 1.00

Part Number Qty. A B C Thickness
1707-1025-0146 20 50 50 13 1.00
1707-1026-0146 20 75 75 21 1.00
1707-1027-0146 20 100 100 32 1.00
1707-1028-0146 20 125 125 45 1.00
1707-1029-0146 20 200 200 55 1.00

No more hunting around for the correct size shim. All these durable aluminum storage cases contain a complete set of shims 
inserted into clearly marked slots, ensuring that the correct size shims are always available when and where they are needed on-site.
Refill using the individual packets of shims.
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Part Number (mm)

1707-1016-0146
Shimcase 1
(Total 360 shims,
20 of each Shim size)

1707-1017-0146
Shimcase 2
(Total 510 shims,
20 of each Shim size)

1707-1018-0146
Shimcase 3
(Total 340 shims,
20 of each Shim size)

1707-1019-0146
Shimcase 4
(Total 720 shims,
20 of each Shim size)

Shim Size

50 x 50

75 x 75

100 x 100

50 x 50

75 x 75

100 x 100

100 x 100

125 x 125

50 x 50

75 x 75

100 x 100

125 x 125

Thickness 

0.05, 0.10, 0.25, 0.50, 1.00, 2.00

0.05, 0.10, 0.25, 0.50, 1.00, 2.00

0.05, 0.10, 0.25, 0.50, 1.00, 2.00

0.05, 0.10, 0.20, 0.25, 0.40, 0.50,
0.70, 1.00, plus 10 of 2.00

0.05, 0.10, 0.20, 0.25, 0.40, 0.50,
0.70, 1.00, plus 10 of 2.00

0.05, 0.10, 0.20, 0.25, 0.40, 0.50,
0.70, 1.00, plus 10 of 2.00

0.05, 0.10, 0.20, 0.25, 0.40, 0.50,
0.70, 1.00, plus 10 of 2.00

0.05, 0.10, 0.20, 0.25, 0.40, 0.50,
0.70, 1.00, plus 10 of 2.00

0.05, 0.10, 0.20, 0.25, 0.40, 0.50,
0.70, 1.00, 2.00

0.05, 0.10, 0.20, 0.25, 0.40, 0.50,
0.70, 1.00, 2.00

0.05, 0.10, 0.20, 0.25, 0.40, 0.50,
0.70, 1.00, 2.00

0.05, 0.10, 0.20, 0.25, 0.40, 0.50,
0.70, 1.00, 2.00

Part Number (inches)

1707-E047-0146
Shimcase 5
(Total 360 shims,
20 of each Shim size)

Shim Size

2 x 2

3 x 3

4 x 4

Thickness

0.002, 0.005, 0.010, 0.025, 0.050, 0.075"

0.002, 0.005, 0.010, 0.025, 0.050, 0.075"

0.002, 0.005, 0.010, 0.025, 0.050, 0.075"

Aluminum cases and foam inserts are also available separately.




